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Applications Features and Benefits 

• Agriculture 

• Precision Hydro-Met stations 

• Chemical plants and factories 

• National Meteorological and 
Environmental Agencies 
 

• Proven high-performance 

• Replaceable in the field  

• Compatible with most data 
capture units 

• Robust and reliable 

• Easy to install and maintain 
 

Temperature and humidity probe 
offering definitive precision and 

accuracy 
 



 

 
DS-910-055-RH2 v3.1 

 

 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
The RH2 is a digital humidity-temperature probe based on the AirChip 3000 technology by 
Rotronic.  This probe is most suited to field applications requiring high precision, demanding 
Class B accuracy.  Value is added by the provision of a dew point measurement. 
 
These probes offer versatility by providing either analogue or digital outputs.  They are therefore 
equipped with a high-speed sensor and a new filter technology which offers significantly better 
protection against the growth of a bio-film.   
 
Using this interchangeable probe allows the sensor to be changed in the field, eliminating down-
time.  This also means that field re-calibration is a thing of the past with the RH2.  When the 
probe is applied outdoors the SS6/25 protective shield should be used to protect the sensor 
from the effects of solar radiation, rain and snow.   
 

 

Technical Specifications  Ordering Information 

RH2 probe type 
Hygromer® HT-1 
sensor / Pt100 1/3 

Class B 

 Order Code Product 

Dimensions – RH2 ø 15 x 108 mm  T-910-055 
RH2 temperature and humidity 

probe 

Measurement range 0…100% RH  

Accuracy at 23 ±5 °C ±0.8 %RH / ±0.1 K  

Operating temperature -50…100°C    

Communication UART interface  Ordering Information - Accessories 

Housing classification IP65  Order Code Product 

Supply voltage 3.3 - 5 VDC  S-860-066 
SS6/25 naturally aspirated sensor 

shield 

Cable length Max. 5 metres  S-860-067 
 

SS6/25/NB naturally aspirated 
sensor shield (no bracket) 

 Outputs Analogue or Digital  

Standard Configuration 0…1V  
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